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(57) Abstract: The invention relates to a method for 
transmitting data (D) in a particularly simple, secure 
and rapid manner, in accordance with various require- 
ments, on a single data transmission unit. According to 
the inventive method for transmitting data (D) between 
data processing units (2,4) of a data processing system 
(1) via a data transmission unit, data (D) is transmit- 
ted in a parallel manner in at least two protocols. The 
first protocol enables data (D) to be transmitted within 
a first frequency range with a first signal sequence and 
a first signal level. The second protocol enables other 
data (D) to be transmitted within a second frequency 
range with a second signal sequence and a second sig- 
nal level. 

(57) Zusammenfassung: Fur eine besonders 
einfache, sichere und schnelle Cbertragung von Daten 
(D) mit verschiedenen Anforderungen auf ein und 
derselben Datenubertragungseinheit werden erfin- 
dungsgemass bei einem Verfahren zur Ubertragung 
von Daten (D) liber eine Datenubertragungseinheit 
zwischen Datenverarbeitungseinheiten (2, 4) einer 
Datenverarbeitungsanlage (1) Daten (D) parallel in 
mindestens zwei Protokollen derart iibertragen, dass 
anhand eines ersten Protokolls Daten (D) in einem 
ersten Frequenzbereich mit einer ersten Signalfolge 
und einem ersten Signalpegel und anhand eines 
zweiten Protokolls weitere Daten (D) in einem zwei ten 
Frequenzbereich mit einer zweiten Signalfolge und 
einem zweiten Signalpegel Iibertragen werden. 
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